4" LAYER OF SHREDDED
HARDWOOD BARK MULCH
FOR PERENNIALS. DO
NOT COVER CROWNS.

GENTLY REMOVE CONTAINER
BEFORE PLANTING, KEEPING
ROOT SYSTEM INTACT.

EXISTING PLANTING BACKFILL4|

SHRUB AND PERENNIAL PLANTING DETAIL
NOT TO SCALE

SPECIES 2

SPECIES 3

SPECIES 1

ALTERNATE SPECIES AT THE
START OF ROW AS SHOWN

NOTE: PERENNIAL SPACING AND SPECIES VARIES — SEE PLANT SCHEDULES/REMARKS.

PERENNIAL PLANTING DETAIL (3 VARIETIES)
NOT TO SCALE

PLANTING SOIL MIX
SEE SHRUB AND PERENNIAL
PLANTING DETAIL 1

SEE PLANT LIST
&OR SPACING

4" LAYER OF SHREDDED
HARDWOOD BARK MULCH
FOR SHRUBS. DO NOT
COVER CROWN.

REMOVE CONTAINER.
DO NOT DAMAGE ROOT SYSTEM.

SOIL AMENDMENT,
ORGANIC — SEE DETAIL 6

LOOSEN EARTH IN BOTTOM OF PIT

SOIL AMENDMENT, ORGANIC.

STAGGER ROWS
THROUGHOUT BED

PRUNE TREES AS DIRECTED BY THE
RESIDENT ENGINEER.

REMOVE "V" CROTCHES OR DOUBLE LEADERS,
BROKEN OR CROSSED BRANCHES,

WATER SPROUTS AND SUCKERS.

NATURAL FORM SHALL BE RETAINED.

ALL PRUNING TO BE PERFORMED

BY CERTIFIED ARBORIST.

STAKING AND TREE WRAP PER
‘//‘THE DIRECTION OF THE RESIDENT ENGINEER.

SEE DETAIL 6
ENSURE ROOT FLARE IS VISIBLE
(NOT ALWAYS PRESENT ON TREES LESS THAN 2.5")
TREE BALL SHALL BE SET 2"-3" ABOVE GRADE
OR AS APPROVED BY RESIDENT ENGINEER.
4" LAYER OF SHREDDED HARDWOOD BARK
=S MULCH IN 4' MINIMUM DIAMETER RING OR
. - % CONTINUOUS BED.
- / DO NOT MOUND AROUND TRUNK
NN
N
N g \ REMOVE BURLAP AND WIRE
BASKET FROM TOP 1/3
SéLBTééASE OF ROOT BALL PRIOR TO BACKFILLING.
X ' EXIST PLANTING BACKFILL

[ SHRUB OR PERENNIAL
SET VERTICALLY,
NOT PERPENDICULAR TO SLOPE

4" LAYER OF SHREDDED
HARDWOOD BARK MULCH.
DO NOT COVER CROWNS.

A

A

NOTES:

1. STAKE OR GUY TREE ONLY IF IT FAILS TO REMAIN PLUMB.

GROUND ANCHOR DRIVEN
BELOW FINISHED GRADE
OR OPTIONAL TREE ANCHOR

FLAL S TOTAL
; SECTION COUNTY SHEETS

SHEET
NO.
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# = BALL DIAMETER
#1 #2 = 1/2 BALL DIAMETER

ARE ACCEPTABLE PROVIDED
THEY ACCOMODATE THE
PLANTS AS SHOWN. SLOPE
SHALL NOT BE GREATER
THAN 1.5:1.

DOWN SLOPE

ROOT BALL

ELONGATED SLOPE PIT

TREE SET VERTICALLY, NOT
PERPENDICULAR TO SLOPE.

TREE WRAP

HOSE CHAFING GUARDS

TURNBUCKLE AND GUYING WIRE

REMOVE ALL WIRE AND 1/3 BURLAP
WRAP FROM TOP OF THE BALL

4" LAYER OF SHREDDED HARDWOOD BARK
MULCH IN 4" MINIMUM DIAMETER RING OR
CONTINUOUS BED.

DO NOT MOUND ARCUND TRUNK

FINISHED GRADE

5% S\ PLANTING MIXTURE -
‘4/\\/<\\//\//\/<\\//\///\/?\\/\/ SEE TREE PLANTING DETAIL 3
A2 N2 NN
) e

UNDISTURBED SUB GRADE

2. METHOD TO BE APPROVED BY THE RESIDENT ENGINEER.

TREE PLANTING DETAIL
NOT TO SCALE

INCORPORATE TOGETHER
BY ROTO-TILLING TO DEPTH OF ¢”

37 solL CONDITIONER——Al
EXIST PLANTING BACKFILL

UNDISTURBED SUBRADE

UNDISTURBED SUBRADE

SHRUB/PERENNIAL PLANTING ON SLOPE DETAIL
NOT TO SCALE

SITE DESIEN GROUP

TYLININTERNATIONAL

ITEM IS PAID FOR AS
PART OF INDIVIDUAL
PLANT ITEMS

SOIL. AMENDMENT, ORGANIC DETAIL
NOT TO SCALE

TREE PLANTING ON SLOPE DETAIL
NOT TO SCALE

NOTES:

1. PLANT QUANTITIES SHOWN ON DRAWINGS ARE FOR CONTRACTOR'S CONVENIENCE IN
ESTIMATING ONLY. CONTRACTOR IS RESPONSIBLE FOR PROVIDING PLANT MATERIALS SUFFICIENT
TO COVER AREAS SHOWN ON PLANS AT THE SPACINGS INDICATED.

2. PLANTINGS SHALL CONFORM TO CITY OF CHICAGO CODES AND SPECIFICATIONS.

3. CONTRACTOR SHALL PERFORM DUE DILIGENCE IN LOCATING SPECIFIED PLANT MATERIAL.

4. NO SUBSTITUTIONS OF PLANT MATERIAL, QUANTITIES OR SIZES UNLESS APPROVED BY
RESIDENT ENGINEER.

5. LAYOUT TO BE APPROVED BY RESIDENT ENGINEER PRIOR TO PLANTING.

6. MULCH TO BE APPLIED EVENLY TO PLANTING BED, DO NOT COVER CROWNS OF PLANTS OR
MOUND AT TRUNK.

7. TREE PLANTING METHOD SHALL BE APPROVED BY RESIDENT ENGINEER PRIOR TO FULL
SCALE INSTALLATION.

8. CONTRACTOR MAY BACKFILL TREE PITS WITH EXIST EXCAVATED EARTH FROM PIT EXCEPT
WHERE UNSUITABLE SOILS AND/OR CLAY IS ENCOUNTERED. CONTRACTOR SHALL HAUL OFF
AND PROPERLY DISPOSE OF ANY UNSUITABLE SOILS AND/OR CLAY ENCOUNTERED.

ELONGATED PITS MAY BE USED

VARIABLE ON SLOPES AS DIRECTED BY
THE RESIDENT ENGINEER,
#2 RECTANGULAR OR SQUARE PITS
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